


COMPANY OVERVIEW

Today, Genstar Technologies is a global
industrial leader renowned for outstand-
ing customer service, excellent product
quality, and continuous technological
innovation.

Founded in 1969, Genstar Technologies Co., Inc. (Gentec)
is a world-class manufacturer specializing in producing
high quality gas control components. Gentec's product
lines include ultra high purity, high purity, and industrial
gas control and handling devices, medical gas control
systems, high pressure gas products, and gas welding
apparatus. As a total system solution provider, Gentec
also offers its
customers value-
added services
such as technical
support, on-site
evaluation,
design, and
implementation.
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GAUGES & PORT CONFIGURATIONS

S
P

E
C

IA
L

T
Y

 G
A

S
 E

Q
U

IP
M

E
N

T

       G20P Series
���Material contact
     with media: Brass
���Case: chrome
      plated brass
���Connection�1/4” NPT
���Accuracy�3-2-3

       G20SL Series
���Material contact
     with media: 316L
���Case: 316
���Connection�1/4” NPT
���Accuracy�3-2-3

REGULATOR PORT

CONFIGURATIONS

* This port is not usable for R31 series regulators

ORDERING INFORMATION                                      ORDERING INFORMATION

G20P                               V                                     0. 3                            M                      G20SL                               V                                     0. 3                              M
SERIES         VACUUM INDICATOR        SCALE RANGE                UNIT                   SERIES         VACUUM INDICATOR          SCALE RANGE                  UNIT

G20P

0.15
0.3
0.5
0.9
2.4
0.16
0.25
0.6
0.9
1
1.6
2.5
6
16
40
60
15
30
60
100
200
300
30
40
60
100
200
300
600
1000
1500
2000
3000
4000
4500
6000
30
60
100
150
300
30
60
100
160
200
300
600
1000
1500
2000
3000
4000
6000
10000

V: with vacuum

     indicator

(-0.1Mpa~scale range)

None: without vacuum

            indicator

(0Mpa~scale range)

V: with vacuum

     indicator

(-30in.Hg~scale range)

None: without vacuum

            indicator

(0psi/kPa~scale range)

V: with vacuum

     indicator

(-30in.Hg~scale range)

None: without vacuum

            indicator

(0psi/bar~scale range)

M: Mpa

P/k: psi/kPa

P/b: psi/bar
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V: with vacuum

     indicator

(-0.1Mpa~scale range)

None: without vacuum

            indicator

(0Mpa~scale range)

V: with vacuum

     indicator

(-30in.Hg~scale range)

None: without vacuum

            indicator

(0psi/kPa~scale range)

None: without vacuum

            indicator

(0psi/bar~scale range)

M: Mpa

P/k: psi/kPa

P/b: psi/bar








































