
Features:

880VS SERIES                VENTURI SUCTION REGULATOR

Venturi Technology
•   Produces high flow rates

•   Uses a positive pressure gas source

     to create a high flow suction

•   Control range: -1 kPa ~ -80 kPa

•   Stable vacuum pressure, minimal 

    pressure drops 

Vacuum Gauge
•   2” gauge, easy to read

•   Color-coded vacuum safety ranges

•   Dual scale range in kPa and mmHg

Control Knob
•   Easy adjustment of vacuum pressure

•   Built-in silencer within the knob, 

    to reduce noise

Fittings
•   GENTEC® provides a  wide range 

    of fittings to meet customers' needs

Suction Trap
•   Prevents contamination caused by overflow

Positive Pressure Protection
•   Relief valve ensures protection

    from positive pressure

•   In line with the ISO 10079-3 standard
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Inlet adapter
•   OH: Ohmeda® adapter

•   DS: DISS hex adapter

•   DH: DISS hand tight adapter

•   CH: Chemetron® adapter

•   PB: Puritan-Bennett® adapter

•   FS: French (NF S 90-116) adapter

•   GS: German (DIN 13260-2) adapter

•   BS: British (BS5682-1998) adapter

•   JIS: Japanese adapter

•   SIS: Australian (AS2896) adapter
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